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Hello Leland,
The report of my site visit on June 7,2011 is attached.
Priscilla.

Priscilla Burton, CPSSc
Division Oil Gas & Mining
319 Carbonville Rd., Ste. C
Price UT 84501
(435) 613-3733

Priscilla Burton
LRoberts@archcoal.com; OGMCOAL
Steab, Suzanne
6/16/2011 8:44 AM
0410002 SUFCO Outgoing Insp. Rpt. 2774
Attached lmage



GATTY R. HEITBERT
Cov:t'tu,u'

GRE(; I}[LL
L i itt tt t: tttut! (i or1(. r nu'

State of Utah
DEPARTft{BNT OF NATUITAL RIISOURCES
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Division of Oil, Gas and lVlining
.IOITN R. BAZA
Divhitn Dirccnn'

OGM Priscilla Burton

Cotptny |rr"no non*rt"

Permitee: GANYON FUEL COfr,IPANY

Operator: CANYON FUEL COIIIIPANY

Site: $UFCO MINE

Address: 597 SOUTH SR24. SALINA UT 84654

County: SEVIER

Permit Type: PERI|IANENT COAL PROGRAM

Permit Status: AGTIVE

lllfineral Ownership

t/ Federal

U $hte

Current Acreages

7?4.48 Total Permitted
48.43 Total Disturbed

Phase I

Phase ll
Phase lll

County

Fee

Other

Report 3ummary and 3t4fu3 for pcndlng enforcemart rctlona, prmit condltiont, Dlvl3lon Ordo||, and amsndnantr:

Obsewed soil excavation from the mine pad for constnrction of the subsurface urest lease belt porbl entrancs. Based
upon cohesion and stlength, the mabrial was rejected for us€ in consbuc-tion at the min€ yard, creating a larg€r than
anticipated volume to be stored at the u€sle rcck site. The en[re excavaffon b project€d to yield 5,000 cu yds (lnternal
File, 03282011.pd0. To date, the contrac'tor (ProJnduslrial) has hauled approximably 1,000 cu yds to the rva6E rcck
site br plac€msnt in either the subsoil sttckpile or waste rock plle (debrmined by color). Placement in subeoil
stockpile to be confirmed by erpedited lab analysis 1 composite sample2,000 cu yds hauled). Phobs in th€ image
folder dated 06072011.

Weather: sun 75 F

InspectionlD Report Number: 277t

Accepted by: jhelfric

6/14/201 1

Types of Operations

i Underground

i - ' surtace

i.1 Loadout

;-i Frocessing

I j Reprocessing

Datefnspector's signature: ffi -ffi
Priscilfa Burton,

Inspector ID Number: 3T

NotdS9FtrlUtrrr$ixt|effi'wsfid{bdtndftU}r*OtBren hlfEtfllt 6t{btrrplia6ii$'vdtt11ffC tddufd0ly program of the Division of Oil, Gas and Mining.
tcluphonc(801)538-Si40rlhcsinrilcittOl)359-.ii)40.'l-l'Y(tl0l).53S-7458rruurr',srgrlr.rt<r/r..qr.l'

fnspection Report



Permit Number: C0410002

lnspection Type: TECHNICAL

Inspection Date: Tuesday, June 07, 2011

Inspection Gontinuation Sheet

Page ? of3

REvrElv oF P.EFffir. PERFOSrlrAfrCE$rf,/VDAROS pEFfftr COfiOtflOw REQUTFEfiEiTTS

1. Su6sfanf,afe tfte e/emenfs on ftils inspecfion hy cheching the appropiate performance sfandard,
a. For COMPLETE rnspections provide narative justification for any afemenfs not lutly inqpected unless element is nof

appropriate fo ffie sffe, In which case ctecl{ Not Appticable.
b. For FARTIAL inspectiorts cfieck onty the B/ernenfs evaluated.

2. Document any noncompliance sifuafion by reference flre ArOt/r'ssued atthe appnpriate performance sfandardlisfedbe/ow.
3. Reference any nanatives written in cCInjunction with thls lnspection at the apprapriate perfarmace sfandard i'sfed balow.
4. Provide a Dnbf sfafus repod for all pending enlorcemenf acilbng Wrmit condifions, Diuison Orders, and amedments.

1. Permits, Change. Transfer, Renewal, $ale

Evaluated Not Appliceble Comment Enforcement

I r i ; i i i..;

2. Signs and Markers 'I

3. Topsoil {:tl

4.a Hydrologic Belance: Diversions jj

4.b Hydrologic Balance: $ediment Ponds end lmpoundments

4.c Hydrologic Balance: Other Sediment Control Measures
| --l

4,d Hydrologic Balance: Water Monitoring

4.e Flydrologic Balance: Effluent Limitations i!

5. Explosives ...1

6. Disposalof Excess $poil, Fills, Benches

7. CoalMine Waste, Refuse Files, lmpoundments rt)il il

8. NoncoalWaste

9. Protection of Fish, Witdlife and Related Environmenial lssues :t

10. $lides and Other Damage :l li
11. Contemporaneous Reclamation ri ri

12. Backfilling And Grading It/,tti
13. Revegetation ;:

i. ...:

14. Subsidence Control

1S. Cessation of Operations

16.a Roads: Gonstruotion, Maintenance, Surfacing :.,.1

16,b Roads: Drainage Controls

17. OtherTrensportation Facilities

18, Support Facilities, Utility Installations

19. AVS Check :I

20. Air Quality Permit il

21. Bonding and lnsurance il

22. Other V: tiir/j



Permit Number: C0410002

Inspeclion Type: TECHNICAL

Inspedion Date: Tuesday, June 07,2011

Inspection Continuation $heet

Page 3 of 3

3. Topsoil

Unanticipated volumes of substitute topsoil are being salvaged and stored at the
waste rock site, An existing topsoil storage pib at the north end of Lift #5 had been
disturbed, with prior approval from Daron Haddock (personal communication with L.
Roberts on 6/6/201 1). Topsoil has been stripped from an area justsouth of the
topsoil/subsoil stockpile at the Waste Rock site (Vol 3, Map 2) to enlarge the subsoil
stockpile, within the disturbed area boundary. This topsoil has been temporarily
stored in a windrow between the County Road and the topsoillsubsoil stockpiile.

Excavated pad soil is being evaluated by color for placement in the subsoil stockpile
and will be composite sampled for suitability, 1 sarnple/2,000 cu yds. (Volumes are
being recorded by truck loads). $irnihrly waste rock will be analyzed and suitable
material will be transferred to the subsoil stockpile. Analysis will be expedited and
will be included in an as-built report that will update the MRP. This update to the
MRP will also include an as-built construction map of the waste rock site and an
updated narrative of the final placement volumes and locations of topsoil and subsoil
stockpiles at the waste rock site.

Subsoil is being end-dumped onto the surface of the subsoil stockpile and pushed
with a dozer. Vegetation was not removed from the subsoil prior to placement. The
material on the slopes lies at the angle of repose on the slopes.

7. Coal Mine UYflF-te, Refuse Pileq. lmpoundments

Material excavated from the portal construction is being added to the waste rock lift
#5 (Vol 3, Map 4). Caved roof material removed from old works is temporarily
stockpiled just west of the entrance to the rnine entry portal. This shaly waste
(estimated to be 300 cu yds thus far) will be hauled to the waste rock site.

l.?.. .Fackfillins An4 Gradins

lmpofied fill will be required for backfilling around the subsudace concrete box to
create a stable surface for facilities construction.

22. Other

Two track hoes were excavating the pad fill to construct the subsurface west lease
belt line portal {portal #1 described in App. 5-10). During the inspection, Pro-
Industrial was working 50 feet from the south end and 25 feet from the north end of
the 300 ft concrete poilal length (Task 3780, Construction Drawings). To date, the
contractor has hauled approximately 1,000 cu yds to the waste rock site for
placement in either the subsoil stockpile or waste rock pile {deterrnined by color and
to be confirmed by lab analysis 1 composite sample/2,000 cu yds hauled). Based
upon cohesion and strength, the material was rejected for use in construction at the
mine yard, creating a larger than anticipated volume to be stored at the waste rock
site. The entire excavation is projected to yield 5,000 cu yds (lnternal File,
03282011 pdf).


